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Features

• Flush fronted panel cubicle with embedded aluminum
profiles and mortice lock with latch and bolt

• Available in both Wet and Dry application

• Exclusive 30mm HPL faced PU Core suitable for wet areas

• 30mm Melamine Faced Chipboard suitable for dry areas

• PP Laser Edge banding for invisible bond with increased
moisture resistance

• 150mm floor clearance with nylon covered adjustable foot

• Hardware include nylon door furniture, Stainless Steel
Hinges and aluminium profiles

• Optional Aluminium Hardware Package.
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Manufacturer: Prospec Limited, Canklow Meadows Estate, West Bawtry Road, 
Rotherham, S60 2XL, Tel: 01709 377147, Fax: 01709 375239, 
Web: www.prospec.co.uk E-mail: sales@prospec.co.uk  

Product reference:  Marathon Club Wet or Dry

Overall Cubicle Height: 2015mm with 150mm ground clearance.

Frame & Finish: Anodised Aluminium profile available in 7 powder coated colours.

Fittings: Aluminium headrail and profiles, aluminium 20mm wide support legs,
adjustable, with heavy duty nylon rosettes and concealed fixings.

Door Fittings: 3 Stainless Steel Roll hinges, Nylon handle set, door indicator with
emergency opening and mortice lock with latch and bolt. Nylon Coat hook and door
buffer with concealed fixings.

Wet - Pilasters and Doors: 30mm HPL faced PU Core
Partition Panels: 30mm HPL faced PU Core

Dry - Pilasters and Doors: 30mm chipboard with melamine resin face
Partition Panels: 30mm chipboard with melamine resin face

Edge Treatment: 3mm Thick PP Laser Edge banding.

Colour/Finish: Prospec Standard 25 Colour Collection.

Accessories: Aluminium hardware package including handle, lock indicator, 
coat hook and buffer.
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