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Features

• Mild steel welded box sections, bright zinc plated with polyester powder coating finish

• Brackets available in multiple, wall, floor and island configurations

• Adjustable feet to accommodate sloping floors 

• Direct to floor with insitu brackets and stainless steel screws

• Island frames and floor mounted can be freestanding

• Nylon moulded or satin anodised aluminium coat hooks.

• Compact grade laminate slats, through fixed with coach headed bolts and nyloc nuts

• Postformed slats from HPL on compact grade laminate

• Hardwood timber slats secret fixed with stainless steel wood screws

• All seat types are compatible with the Prospec cubicle ranges

Prospec GRP Seating:

• Unique, flexible, modern modular design

• Tough and hard wearing - will stand up to the rigours of heavy everyday use

• Weather proof for indoor or outdoor use in domestic and public places 

• Any BS/RAL colour
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Manufacturer: Prospec Limited, Canklow Meadows Estate, West Bawtry Road, 
Rotherham, S60 2XL, Tel: 01709 377147, Fax: 01709 375239, 
Web: www.prospec.co.uk E-mail: sales@prospec.co.uk  

Product reference: Bench seating.

Brackets Available: Wall to floor; floor mounted; Cantilever, wall construction must be 7N/
mm2; island frames; back to back island.

Support Brackets and Frames: Mild steel box sections, welded construction, bright zinc
plated with polyester powder coating finish.

Fixing to Floor: Adjustable feet to accommodate sloping floors, moulded nylon bases and
covers with 316 grade stainless steel adjuster bolt or direct to floor with insitu brackets and
316 stainless steel screws. Island frames and floor mounted can be free standing.

Fixing to Walls: 316 stainless steel coach screws and plastic plugs.

Seat Slats: Flat compact grade laminate slats or postformed HPL bonded to 12mm
compact grade laminate with curved front 50mm radius downstand or hardwood timber.

Coat Hook Rails: To match.

Fittings: Nylon moulded coat hooks.

Finish/Colour: Steel brackets and frames: Polyester powder coated from standard RAL
charts. Compact grade laminate: Select from manufacturers range availability.

GRP Base options: 
Base Options: Weighted with a rubber anti-slide base (with the exception of A3 3 metre &
G3 3 metre). Un-weighted with rubber anti-slide base. Fitted with anchor bolts.

Fixing to Floor:

Weighted: Modules supplied weighted to prevent people from moving installation to another
area. Weighted modules are ideal if you would like the flexibility to move seating at a later
date and the security that they will be safe.

Un-weighted: This supply option offers the utmost in flexibility and is ideal for domestic use
or in areas where you want to move seats quickly and easily, such as events/exhibition
spaces.

Fitted with Anchor Bolts: Modules are complete with anchor bolts for permanent fixing -
ideal for public open spaces or where security may be an issue.

Construction: Modular.

Material: 100 % GRP Fibreglass.

Colour: Any BS/RAL colour.
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