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Features

• Unframed cubicle system with compact grade laminate panels

• All edges are polished with radiused corners, for safety

• Rise and Fall Hinges 

• Fully extruded aluminium head rail; powder coated to RAL 7040

• Overlap door and panel detail 

• Emergency release system 

• Anti-finger trap design

• Adjustable door swing close/open 

• Floor to ceiling system 

• This product helps to keep privacy and dignity

• Suitable for unisex installations

• Available on a supply and fit or supply only basis
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Manufacturer: Prospec Limited, Canklow Meadows Estate, West Bawtry Road, 
Rotherham, S60 2XL, Tel: 01709 377147, Fax: 01709 375239, 
Web: www.prospec.co.uk E-mail: sales@prospec.co.uk  

Product reference: Cabine Full Height Cubicles.

Overall Cubicle Height: 2700mm max including floor clearance of 10-15mm.

Head Rail: Aluminium extrusions painted head rail to RAL 7040.

Fittings:  Rigid powder coated aluminium 'U' and 'H' shaped floor and transom
channel, Superior PP-SGF design lock and hinge and powder coated head rail and wall
bracket.  Lock has steel reinforced bar within the nylon moulding for added strength,
c/w emergency release mechanism.

Cubicle Division Panel: Solid grade laminate, fix to the floor and the transom panel
with a rigid powder coated aluminium 'U' and 'H' shaped channel, fixed directly to fascia
panel using powder coated 'L' shaped brackets. 

Door Fittings: 3No rise and fall hinges, indicator, 2No door buffers and emergency
release to the exterior. Latch ergonomic DDA compliant design. 

Pilasters, Doors, Transoms & End Panels: 10mm compact grade laminate.

Partition Panels: 10mm compact grade laminate.

Edge Treatment: Bull-nosed with radiused corners. 

Colour/Finish: Select from manufacturer’s range availability.

• Not suitable for Island or free-standing applications, where a fully framed system
is vital and recommended.
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